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Item n°: Customer pos. no.: Curve tolerance according to ISO 9906
-] Head |—
60192037 Him™] - Ap/ MPa
Model : 20 0,2
CP-GE 100-1950/A/BAQE/5,5 T MCES5/C |E3 -_\ C
16 e —— NG : ; _0,16
Pump data 123 \ C 0,12
7] 10m :
B CP-GE|100-1950 |~
MEI = 0,40 8—_ _—0,08
7] Sm :
Pressure rating : PN 16 4 - —0,04
Min. fluid temperature : -10°C 0] C o
 NPSH-val
NPSH/ m 3 ey
Max fluid temperature : 140°C -
Max Ambient temperature : 40°C 43 _//ﬁﬁw 00-1950
Requested data 2_: ! k ! :
Flow: P,/ kWO -] Shaft power P2
2 J
Head: 3 CP<GE 100-1950
) . 43
Fluid (%) : ]
Fluid Temperature : 20°C 2_: e H ' H
Density: 9983 kg/im? Om
0 20 40 60 80 100 120 Q/ m¥h
Kinematic viscosity : 1,005 mm?/s
D3
Vapor pressure : 0,00 MPa o1
Hydraulic data (duty point) ™
Flow:
o
|
Head :
a <
Materials
o
Pump body Castiron 250 UNI ISO 185
Support Castiron 250 UNI ISO 185 L ona
H1
Impeller Castiron 250 UNI ISO 185
&
Mechanical seal SEE "SHAFT SEAL" SECTION é, &\ E =
O-Ring EPDM Rubber A % 3 )
Shaft with rotor AISI 304 X5 Cr Ni 1810 UNI 6900/71 " D4 u
Q
Weight : 92
Shaft seal 9 e
Dimensions in mm
Tye Rubber A 353 D4 8x218 | M 16
Stationary part Silicon carbide B 341 DNA 100
Rotating part Carbon B1 158 DNM 100
Elastomer EPDM B2 126 H 1.026
(o} 144 H1 140
Motor data D1 158 L 500
Nominal power P2 : 55 KW D2 180 L1 250
. D3 220 L2 250
Rated speed : 2.918 1/min
Rated woltage : 3~ 400V 50 Hz Pump connection
Input current : 14,4 A Suction side : DN100 / PN 16
Degree of motor protection : IP 55 Discharge side : DN100 / PN16
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CP-GE 100-1950/A/BAQE/5,5 TMCES55/C IE3
Curve tolerance according to ISO 9906

Head

H/ mé %Apl MPa
235 g
225 0,22
213 £ 0,21
20 =02
193 =0,19
183 =0,18
172 £0,17
163 \ 0,16
153 15m =0,15
143 =0,14
13 = 0,13
123 £ 0,12
1 £ 0,11
103 A : —0,1
NE CP-GE 100-1950 = 0,09
8; %0,08
73 £0,07
65 = 0,06
53 A £ 0,05
45 £0,04
35 £0,03
25 =0,02
12 =0,01
0 =0
NPSH/ m ] NPSH-values
7
6~
5
47 TP-GE 100-1950
35
2
1
P,/ kW T Shaft power P2
7
=
5 7 CP-GE 100-1950
4=
34 10 m
27
1 ; 5m
0 . TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT ‘ TTTT
10 20 30 40 50 60 70 80 90 100 110 120 130 140 Q/m%h
Hydraulic data (dutypoint)
Suction side : Discharge side : Flow: Head : Rated speed :
DN 100 DN 100 2918 1/min
PN 16 PN 16
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CP-GE 100-1950/A/BAQE/5,5 T MCE55/C IE3
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1l D4
25 - H -
Dimensionsin mm Pump connection
1 A 353 H 1.026
2 B 341 HA1 140 Suction
3 B1 158 L 500 DN 100
4 B2 126 L1 250 PN 16
5 Cc 144 L2 250
6 D1 158 M 16
7 D2 180 Discharge
8 |Ds 220 DN 100
9 D4 8x218 PN 16
10 |DNA 100
11 DNM 100
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